
�� 120

30,000

7.5

3.4

HSK-E40

Optional

12

�� 90

90

3

Umbrella Type

Control System HNC-918D SIEMENS 828D-280

Standard Optional

mm

rpm

kW

Nm

-

-

Tools

mm

mm

kg

-

15/15/15

10

0.75/0.75/0.75

mm

mm

-

0.006

0.004

P

Travel

X/Y/Z Axis Travel

Spindle Nose to Table

mm

mm

500×400×300

175-475

Worktable

mm

kg

pcs×mm×mm

500X400

200

4×12×100

Dimensions

Max. Load

T-slot (No. x Width x Distance)

Feed Rate

m/min

m/min

kW

X/Y/Z Axis Rapid Speed

X/Y/Z Max. Feed Rate

X/Y/Z Axis Motor Power

Accuracy

X/Y/Z Axis Positioning Accuracy

X/Y/Z Axis Repeatability Accuracy

Accuracy Grade
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Floor Plan

High Precision 3D Probe

Oil-mist Collector

4th-/5th-Axis Rotary Table

Automatic Door

Contact Tool Setter

Ultrasonic Amplitude Measuring Instrument

5-Axis Simultaneous Machining (with RTCP Function)

Add-on Tool Magazine (TTM-14)

Coolant System       

Centralized Automatic Lubrication System 

Spindle Chiller

Handwheel Controller

Electrical Cabinet Heat Exchanger

Blow Gun

LED Work Light

Three-color Alarm Light

Safety Interlock

2,
40
5

1,
88
0

1,650
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